
Specifications:

Dielectric Strength: 400 volts per mil (vpm)
Operating Temperature: -85

o
F to 500

o
F

Water Absorption 3% Max. by Weight 
MIL-SPEC: Meets A-A-59163 
Type II Triangular Guidelines
Type I, Rectangular 
Tensile Strength: 700 psi 
Elongation: 300% 

•  Center Ridge Line Facilitates Uniform Application of Tape
• An Excellent Insulator with High Dielectric Strength
• Revolutionary Alternative to Heat Shrink Tubing 
• Self Fusing and Begins Curing Immediately 
• Forms a Permanent Moisture Tight Seal 
•  Ideal for High Temperature Applications

FTZ INDUSTRIES 515 Palmetto Drive  Simpsonville , SC 29681  864.963.5000  fax 864.963.5352  www.ftzind.com

Wrap ‘N Seal Self Fusing Tape
Wrap‘N Seal Self Fusing Tape is the newest addition to FTZ Industries’ advanced line of electrical
connectivity products.The latest technology in silicone tape,Wrap‘N Seal is ideal for 
almost any application requiring a water-proof seal and is an excellent insulator 
with high dielectric strength. Typical usages include marine connections,
battery terminals, automotive hose systems, color coding, garden 
hoses, outside plant cable splices and grip enhancements.

• No Adhesive Residue Upon Removal
• Available in a Wide Variety of Colors
•  Seamless Self-Fusing Silicone Tape
• Completely Cures Within 24 Hours  
•  1” Width; 20’ Lengths
•  Salt Water Resistant

FEATURES


